4' 1.D. MH
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SECTION C-C
BOTTOM MAT

4-10" FOR 4FT LD. MH.
7-4" FOR 6FT ILD. MH.
9-4" FOR BFT 1D, MH.
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8" FOR 4 OR6FT, l.o.j C

10" FOR B FT. 1.0. MH

SECTION A-A

CERERAL. ROTES

ALL MANHOLES 20' DEEP OR DEEPER WILL REQUIRE A
INTERMEDIATE LANDING IN THE MANHOLE BARREL. IYYPE
wG" MANHOLE COVERS SHALL BE USED AS INTERMEDIATE
LANDINGS . :

INTERMEDIATE LANDINGS SHALL BE LOCATED AT THE MID
POINT + OR - 2 FEET OF THE HEXGHT OF THR
MANHOLE. AT NO TIME SHALL A INTERMEDIATE LANDING
OR A SIZE ADJUSTMENT TOP BE INSTALLED CLOSER THAN
8' UP FROM THE INVERT OF THE MANHOLE.

CONSTRUCTION NOTES

PRECAST REINFORCED CONCRETE MANHOLE COVER.
ALL BARS TO HAVE 1-1/2" MIN. COVER.
1" PIPE SLEEVE VERTICALLY THROUGH COVER.

NO. 4 BARS 6" 0.C. EA. WAY FOR 4,6, AMD 38
FT. 1.D. MANHOLES.
NO. 4 BARS,
BOTTOM MAT NO. 4 BARS 6" 0.C. EA. WAY FOR 4 ARD 6
FT. I.D. MANHOLES, NO. 8 BARS 8™ 0.C. EA. WAY FOR
8 FT. I.D. MANHOLES.
NO. 4 BARS FOR 4 AND 6 FT. I1.D. MARHOLES.
WHEN PRECAST MANHOLE SECTIONS ARE USED, COVER
SHALL BE MODIFIED TO SHAPE OF APPROPRIATE SIZE T
AND G JOINT.
CONCRETE, SEE SECTION 101.
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